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ORDERING NUMBER

Model Power Max Lumen Color Temp CRI Finish

FM-05RN
Round 12W 1050 930

935
3000K
3500K 90

BZ
NI

WT

Bronze
Nickel
White

FM-05SQ
Square 12W 1030 930

935
3000K
3500K 90

PRODUCT DESCRIPTION

At just 1/2" thick, these edge-lit � ush mounts are frequently replacing the usage 
of recessed lighting and larger � ush mounts to preserve ceiling height. Mounting 
over standard size junction boxes, the broad illumination is perfect for lighting 
hallways and other narrow spaces. Available in a range of sizes, smallers sizes are 
also wet location treated for use outdoors.

FEATURES

• Install into 3", 4", or a combination 3/0-4/0 electrical box
• Translucent acrylic di� user
• Multiple LED array for uniform illumination
• Suitable for outdoor and coastal regions
• 50,000 hour rated life
• 5 year warranty

FM- 05 - -

Example: FM-05RN-930-WT

Round & Square 
Functional LED Ceiling and Wall Luminaire
FM- 05

SPECIFICATIONS

Construction: Injection molded UV rated PC with translucent di� user

Input: 120 - 277V

Dimming: 100% - 10% ELV, 100% - 5% TRIAC

Harmonic Distortion (THD): <20%

Operating Temperature: -40°C (-40°F) to 50°C (122°F)

Standards: Title 24 JA8-2016 Compliant; Energy Star® rated; Wet location listed;

                        ETL listed; ADA compliant
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