
WAC Lighting
www.waclighting.com
Phone (800) 526.2588 • Fax (800) 526.2585

Headquarters/Eastern Distribution Center
615 South Street • Garden City, NY 11530
Phone (516) 515.5000 • Fax (516) 515.5050

Western Distribution Center  
168 Brea Canyon Road • City of Industry, CA 91789
Phone (800) 526.2588 • Fax (800) 526.2585

Fixture Type:

Catalog Number:

Project:

Location:

WAC Lighting retains the right to modify the design of our products as part of the company's continuous improvement program.   JAN 2012 

moonstone – model: G631
European Collection Glass Pendant

Product descriPtion

Like the striking lunar landscape, amber and silver foil patchwork highlight this mouth-blown textured opaline glass on the stunning Moonstone pendant. 
Handcrafted by fine glassmakers in Italy.

Features

• Low voltage halogen lamping
• Can be used on canopies, all Quick Connect™ systems and line voltage rail and track systems
• All socket sets include 72" wire that may be cut in the field
• 5 year WAC Lighting product warranty
• UL & CUL Listed

construction

•	 shade: Opaline glass with silver foil patches
•	 Low Voltage socket set: Machined aluminum w/frosted glass shield
•	 mP canopy: Steel

•	 adapters – solorail™, duorail™ : Copper
•	 adapters – 120V track, Linear track, Flexrail1 and 2 : Polycarbonate

comPatibLe systems

canopy (mP) Quick connect™ (QP)

Low Voltage halogen lamp Low Voltage halogen lamp

Includes:
• Shade
• Quick Adjust™ Canopy (shown)
• Socket Set
• Lamp

Includes:
• Shade
• Threaded Male Connector (shown)
• Socket Set
• Lamp

The patent pending Quick Adjust™ Canopy has an adjustable cable that stores 
inside the canopy housing for easy in-field height adjustments.

Sold as a complete unit with a single Order Number, no adapters needed.

For use on Linear Track, 120V Track, Solorail™, Duorail™, Flexrail1™ and 
Flexrail2™ with proper Quick Connect™ adapter (sold separately).

Can also be used on any Quick Connect™ Canopy (sold separately)  
no adapter needed.

Threaded Male Connector easily joins with all  
Quick Connect™ Adapters and Canopies.

For Lamp specifications and ordering information see next page.
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moonstone – model: G631
European Collection Glass Pendant

System Model # Color Finish

631 – oP /

Example:  mP-631-oP/db

sHade coLors

oP-Opaline

order number

Low Voltage

System Model # Shade Color Finish
mP-
QP

Canopy
Quick Connect™       

631 oP bn
cH
db

Canopy (mP) models ordered as complete unit.
Quick Connect™ (QP) models must be ordered with an adapter or canopy, see next page for ordering info.

FinisHes

bn-Brushed Nickel cH-Chrome db-Dark Bronze

socket set and LamP inFormation

Low Voltage

Lamp: 12V/50W max, halogen JC-50 (included)

• May be dimmed
• Height adjuster used to position lamp inside the shade
• Includes 12V, 50W halogen bi-pin
• 20W and 35W lamps available (order separately)
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Quick connect™ adaPters  (order one per fixture)

solorail™ Model # Finish duorail™ Model # Finish Linear Model # Finish
Lm-QadP bn

cH
db

Lm2-QadP bn
cH
db

sadP bk
bn
Wt

Flexrail1™ Flexrail2™ 120V track
Hm1-en50 db

Pt
Hm-en50 db

Pt
en-LQ50ar
en-HQ50ar
en-JQ50ar

bk
bn
db
Wt

order number

Model # Finish

–

Example: QmP-60ern-bn

order number

Model # Finish

–

Example: Lm-QadP-bn

FinisHes

bk-Black bn-Brushed Nickel cH-Chrome db-Dark Bronze Fr-Frosted mr-Mirror Pt-Platinum Wt-White

Quick connect™ canoPies with integraL driVer

Model # Finish Model # Finish Model # Finish Model # Finish
QmP-60ern bn

cH
db

QmP-g1rn Fr
mr

QmP-g3rn Fr
mr

QmP-g3re Fr
mr

Quick connect™ canoPies for use with remote transFormer

QmP-mi-tr bn
cH
db

QmP-1rn-tr bn
cH
db

QmP-1sQ-tr bn
cH
db

moonstone – model: G631
Quick Connect™ Adapters and Canopies
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