
 
 
 MODERNISM TM FLUSH MOUNT/ SCONCE                                                                ZEITGEIST 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Ordering Matrix 
Glass Model Glass Size Mount Type Socket Set Finish 

 
 

OF-B 12 -ɸ12” WF – Flush ceiling 
mount /Wall sconce 

BN – Brushed Nickel 
CH –Chrome 

Ordering Example (Model-Size-Mount-Socket Finish) :  OF-B12WF-CH 
 

Product Details  Specification Features 
 
Description:   

 
 
Hand blown opal glass pendant or wall sconce.  

 
 

 Hand blown thick opal glass with 
clean design, and even  illumination 
with no hot spots 

 
 

 Energy saving fixture and lamp life 
lasting more than 10000 hours. 

 
 
 

 5 year product warranty and 2 year 
included ballast warranty. 

 

Materials:   
 

Opal flush mount/ sconce consists of  four parts： 
(1) SHADE            Hand blown glass  
(1) OF-WF            Opal Sconce - Wide Cone 
(1) LAMP              Compact Fluorescent lamp  F162DT4   
(1) BALLAST        ADVANCE ballast  ICF-2S13-H1-LD-QS 
     
 

Ballast: 
(Advance) 

Line Current   :           0.13A/120V   0.06A/277V 
Input Voltage  :           120-277V 
Power Factor  :           > 90% 
Sound Rating :             A 
 

Socket: GR10q  4-pin socket 

Lamp: CFL Lamping  1 X F162DT4  16W  lamp 

Finish:   BN - Electrical plated Brushed Nickel , CH - Electrical plated 
Chrome. 

Listing: UL & CUL Listed.   Energy Star Recognized. 

 
 
WAC Lighting reserves the right to modify the design of our products as part of the company’s continuous improvement program. 
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