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CATALOG NUMBER 

PROJECT 

TYPE 

8” PREMIUM COMPACT FLUORESCENT DOWNLIGHT TRIM                                        R8HT-07 

 
 

 
 
 
 

Ordering Matrix 

Series Model Number Finish (Baffle/Trim) 

   

R8HT 07 SC/WT 

Ordering Example (series  –  model number  –  finish):  R8HT-07-WT/WT 
 

Product Details  Specification Features 

Description:   Recessed trim with open reflector. For use with R8HF-D or 

R8HF-D-EM downlights. 

 

Reflector:   Precision spun 0.050 aluminum reflectors  , with directional 

spread lens  

 

Lens: High transmittance and temperature, tempered glass. Precisely 
fits onto reflector; 
Replaceable. 
 

 

 

Lamping: Accepts G24q base CFL lamps rated for 2x32 watts max. Lamps 

are ordered separately. 

 

 

Finish: SC/WT = Specular Clear baffle with White trim 

 

Listing: UL & CUL Listed. Suitable for damp locations. 

 

• Ceiling thick from 3/4” to1 1/2" 

• Provided distributes light for vertical 

surface wall washing  

• 5 year WAC Lighting product 

warranty. 

 

Compatible Housings  (sold separately)  

R8HF-D  

 

NON-IC Rated.  

2x26w,2x32w,2x42w  
CFL lamps 

 

R8HF-D –EM 

 

NON-IC Rated.  
 
Provides 90 minute 
emergency downlighting 
2x26w,2x32w  CFL lamps 

 

 

 

      
 

      
 

      


