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CATALOG NUMBER 

PROJECT 

TYPE 

8” COMPACT FLUORESCENT DOWNLIGHT TRIM                                                          R8VT-02 

 

  

           
 
 

Ordering Matrix 

Series Model Number Finish (Baffle/Trim) 

   

R8VT 02 BK/WT WT/WT 

Ordering Example (series  –  model number  –  finish):  R8VT-02-WT/WT 
 

Product Details  Specification Features 

Description:   Recessed trim with open reflector. For use with R8VF-S or 

R8VF-S-EM downlights. 

 

Materials:   Precision spun 0.060 aluminum reflectors, high grade specular 

finish, Durable stamped metal construction. 

 

Lamping: Accepts G24q base CFL lamps rated for 1x42 watts max. Lamps 

are ordered separately. 

 

Finish: BK/WT = Black baffle with White trim 

WT/WT = White baffle with White trim 

 

Listing: UL & CUL Listed. Suitable for damp locations. 

 

 

• Ceiling thick from 3/4” to1 1/2" 

• Provided 40°visual cut-off to lamp. 

• 5 year WAC Lighting product 

warranty. 

• Socket cup snaps onto reflector neck 

to assure consistently correct optical 

alignment without tools. 

 

Compatible Housings(Sold separately)  
 
R8VF-S 
 

NON-IC Rated.  
1x26w,1x32w,1x42w  
CFL lamps 

 

 
 

 
R8VF-S-EM 
 

NON-IC Rated.  
Provides 90 minute 
emergency downlighting 
1x26w,1x32w,1x42w  CFL 
lamps 

 

 

 
 

 
 

 

 

      
 

      
 

      


